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<Installing the printer driver for Windows Vista>

This document describes the procedure for installing the printer driver to use this printer with Windows Vista. 
Be sure to read the contents described in this document carefully before installing the printer driver.

• The printer driver for Windows Vista does not support a parallel interface.

• The printer driver is to be installed with Plug and Play.

• A folder is created after the file downloaded from the Canon website is extracted. Since the folder is to be used in Step 12 on 
the next page, store the folder in a recognizable place in your hard disk.

• Taking LBP3200 as an example, the procedure for installing the printer driver is described. Therefore, the illustrations and 
screen shots used in this document may differ from those for the printer you are using.

1 Make sure that the printer and computer are OFF.

2 Connect the B-type (square) end of the USB cable to the 
USB connector on the printer.

3 Connect the A-type (flat) end of the USB cable to the USB 
port on the computer.

4 Press " " of the power switch to turn the printer ON.

5 Turn the computer on and start up Windows Vista.

6 Log on as a member of Administrators.

The [Found New Hardware] dialog box appears.

NOTE

 

• Full Control Permission is required for the installation of the 
printer driver.

7 Click [Locate and install driver software (recommended)].

NOTE

 

• If the [User Account Control] dialog box appears, click 
[Continue].

8 If the following screen appears, click [Don't search online].

9 Click [I don't have the disc. Show me other options.].

ON

OFF



10 Click [Browse my computer for driver software (advanced)].

11 Click [Browse].

12 A folder is created after the downloaded file is extracted. 
Select the folder ➞ [WinVista], and then click [OK].

13 Make sure that the folder to be browsed is displayed in 
[Search for driver software in this location], and then click 
[Next].

Copying files is started.

NOTE

 

• If the [Windows Security] dialog box appears, click [Install 
this driver software anyway].

14 Click [OK].

15 Click [Close].

IMPORTANT

 

• If you want to use the computer in which the printer driver 
was installed as the print server, configure Windows Firewall 
to unblock communication with the client computers.
For more details, see "note_ex.pdf" in the [WinVista] folder 
(the same folder as the one in Step 12).

The installation of the USB class driver (supplied with an operating 
system) and the printer driver is completed.

Canon, the Canon logo, and LBP are trademarks of Canon Inc.
Microsoft and Windows are registered trademarks of Microsoft 
Corporation in the United States and other countries.
Windows Vista is a trademark of Microsoft Corporation.

● About Online Help
For Windows Vista, the Windows help application 
(WinHlp32.exe) is required to display its Online Help. If the 
Windows help application (WinHlp32.exe) is not installed on 
your system, download it from the Microsoft Corporation 
website.

For details on the download methods, click [Help] in the printer 
driver or Printer Status Window, and then see the [Windows 
Help and Support] dialog box.


